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Run # Initial Speed Initial Altitude Arrival T‐38 Arrival B787 In‐Trail Distance
1 280 FL220 SUBDY SUBDY 13 nm
2 280 FL220 KNOCK KNOCK 16 nm
3 280 FL220 SUBDY SUBDY 10 nm
4 280 FL220 SUBDY KNOCK


































































































































































1 280 FL220 21875 22998 13 nm 12.51 nm
2 280 FL220 16625 22388 16 nm 24.12
3 280 FL220 11425 12908 10 nm 6.23
4 280 FL220 19050 22739 7.5 nm 1.63















































































































































• Realtime .kmz graphics on Google Earth
• Color coordination on the .kmz files to recognize 
On/Activate/Execute periods graphically
• Large database for queries to pull in different data sets
• Training – Better pilot understanding of FIM and test setup. If one 
does teardrop, then “follow the leader”.
• Summary logs without Weight‐on‐Wheels
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Lessons Learned
• We have all the ADS‐B 
data for other aircraft 
while we flew.
• We can build new 
custom routes that 
allow us to FIM 
behind them in 
simulation and further 
verify our software 
and algorithm.
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Lessons Learned
• ASTAR In/Out data 
• ERAM displays from Seattle Center
• Boeing providing flight deck display videos and timestamp
• Analysis meeting scheduled Friday, Jan. 30, 2015 to discuss 
gathered data
99
10
0
